
CTLS NEA LED 20W

8757 WH

CL IOS LED 30W

8735 WH
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COMMERCIAL LIGHTING (CL)
IOS LED

IOS LED range features:

· Available in three power options: 
  20W, 30W, 40W
· Available in two colour
  temperatures: 3000K and 4000K

· BRIGHTLUX LED module, OSRAM
  driver inside
· 50000h min. lifetime
· 5 years warranty

CL IOS LED 40W

CL IOS LED 20W CL IOS LED 30W

  20W, 30W, 40W 

  barwowych: 3000K i 4000K

BRIGHTLUX, zasilacz
  OSRAM

· 5 lat gwarancji

IOS LED:

BRIGHTLUX
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Item No. POWER
COLOUR 

TEMP.
LUMEN BEAM ANGLE CRI IP LED BRAND DRIVER BRAND LIFETIME WARRANTY

8744 20W 3000K 1600 60° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8743 20W 4000K 1600 60° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8742 20W 3000K 1600 60° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8741 20W 4000K 1600 60° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8740 20W 3000K 1600 36° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8738 20W 4000K 1600 36° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8737 20W 3000K 1600 36° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

8736 20W 4000K 1600 36° 20 BRIGHTLUX OSRAM 50000h 5 YEARS

CL IOS LED 20W, 60°

WH8743 - 4000K BL8741 - 4000K

WH8744 - 3000K BL8742 - 3000K

CL IOS LED 20W, 36°

WH8738 - 4000K BL8736 - 4000K

WH8740 - 3000K BL8737 - 3000K

CL IOS LED 20W

Beam cone diagram
Beam angle 60°

Beam cone diagram
Beam angle 36°

8736, 8737, 8738, 8740, 20W, 3000K, 4000K, beam angle 36°

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Luminous intensity [cd]
C0-C180
C90-C270

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Luminous intensity [cd]
C0-C180
C90-C270

8741, 8742, 8743, 8744, 20W, 3000K, 4000K, beam angle 60°
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