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COMMERCIAL TRACK LIGHTS SYSTEM (CTLS)
MILO LED

CTLS MILO LED 15W CTLS MILO LED 25W

MILO LED range features:

· Universal adapter by Global
 for 3-circuit track light system

· Available in two power options:
15W or 25W
· 3 lenses included to adjust
 the beam angle
· Available in two colour 
 temperatures: 3000K and 4000K
· Tilts 90° vertically and rotates
 350° horizontally

· SAMSUNG LED module, OSRAM
 driver inside
· 50000h min. lifetime
· 5-year warranty

· Uniwersalny adapter Global 
  do szynoprzewodów trójobwodowych

  15W i 25W
· W zestawie trzy soczewki

  barwowych: 3000K i 4000K

  oraz obrócenia o 350° w poziomie

· 5 lat gwarancji

MILO LED:
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CTLS MILO LED 15W

WH

WH

8766

8765 - 4000K

- 3000K

BL8763 - 4000K

BL8764 - 3000K

Item No. POWER
COLOUR 

TEMP.
LUMEN BEAM ANGLE CRI IP LED BRAND DRIVER BRAND LIFETIME WARRANTY

8766 15W 3000K 1350 18°, 24°, 50° 20 SAMSUNG OSRAM 50000h 5 YEARS

8765 15W 4000K 1350 18°, 24°, 50° 20 SAMSUNG OSRAM 50000h 5 YEARS

8764 15W 3000K 1350 18°, 24°, 50° 20 SAMSUNG OSRAM 50000h 5 YEARS

8763 15W 4000K 1350 18°, 24°, 50° 20 SAMSUNG OSRAM 50000h 5 YEARS

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

Beam cone diagram
Beam angle 18°

Beam cone diagram
Beam angle 24°

Beam cone diagram
Beam angle 50°

8763, 8764, 8765, 8766, 15W, 3000K, 4000K, beam angle 18°

8763, 8764, 8765, 8766, 15W, 3000K, 4000K, beam angle 24°

8763, 8764, 8765, 8766, 15W, 3000K, 4000K, beam angle 50°

ZESTAW ZAWIERA 
3 SOCZEWKI

3 LENSES INCLUDED

18°

24°

50°

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

350° 350°

CTLS MILO LED 15W

Luminous intensity [cd]
C0-C180
C90-C270

Luminous intensity [cd]
C0-C180
C90-C270

Luminous intensity [cd]
C0-C180
C90-C270

90° 90°
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